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O 1. MATERIALS:
e} '\ 2" X 2”7 X 63", 12 GA. GALV. PERFORATED STEEL
POST.
I | o » » ”
3" 2 1/2° X 2 1/2" X 18", 12 GA. GALV. PERFORATED
GROUND \ o STEEL STIFFNER POST.
s y&s\k 2 1/4” X 2 1/4” X 36", 12 GA. GALV. PERFORATED
> STEEL ANCHOR.
1&” Cg S
TN 3/8” X 3 1/2”, GALVANIZED HEX HEAD BOLT WITH
O LOCK WASHER, OR 5/16” CORNER BOLT.
o) 7/16” X 5", GALVANIZED CARRIAGE WITH FLAT AND
LOCK WASHER, 2 BOLTS PER RAIL PER POST.
33"
O 2” X 8” CROSSRAILS—PAINTED WITH REFLECTORIZED
RED AND WHITE PAINT.
o /
2. SEE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES
0] FOR STREETS AND HIGHWAYS AND THE OREGON
SUPPLEMENT.
1 O 3F—1 BARRICADES
6C—8 BARRICADE DESIGN

6C—9 BARRICADE APPLICATION
POST SUPPORT DETAIL
3. ALL MATERIALS AND WORKMANSHIP SHALL BE IN
ACCORDANCE WITH THE CURRENT STATE OF OREGON
STANDARD SPECIFICATIONS FOR HIGHWAY CONSTRUCTION

4. BARRICADE FOR SIDEWALK IS SIMILAR.

APPROVED BY: NO SCALE
AGUSTIN P. DUENAS
ENGINEERING DEPARTMENT STREET
13125 S.W. HALL BLVD. CITY ENGINEER DWG. NO.
\ TIGARD, OREGON 97223
Yo s VOICE: 5503; 639-4171 MARCH 1998 BARR'CADE 1 9 2
FAX: (503) 684-7297
ary %‘.GARD APPROVAL DATE




